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We are proud to announce the launch of the Wireless LuNAR Firewatch, a groundbreaking 

security solution that sets a new standard for safety and security. Designed for both 

residential and commercial applications, the Wireless LuNAR Firewatch combines three 

powerful detection technologies—smoke, heat, and Passive Infrared (PIR) — into a 

single, compact, and wireless device. 

 

Key Features & Benefits 

3-in-1 Detection System 

The Wireless LuNAR FireWatch combines motion, smoke, and heat detection into one 

powerful device, ensuring total coverage with fewer installations. This means less hassle 

for installers and unparalleled safety for users. 

Maximum Coverage 

RISCO knows that every corner matters. That is why the Wireless LuNAR FireWatch offers a 

wider detection range with no blind spots, delivering comprehensive protection for any 

environment. 

 

One Device, half the time 

Say goodbye to cluttered setups and time-consuming installations. With its consolidated 

design, the Wireless LuNAR FireWatch simplifies the installation process, saving time and 

reducing potential errors. 



 

Design Excellence 

Who says safety cannot be stylish? This elegant, ceiling-mounted device blends effortlessly 

into any decor while delivering robust functionality, proving that form and function can 

coexist beautifully. 

 

Limited Time Special Offer 

For a limited time, we offer the new Wireless LuNAR FireWatch in the price of the Wireless 

Smoke & PIR, so installers get the PIR functionality for free. 

 

Compatibility 

The Wireless LuNAR FireWatch is compatible with LightSYS+ and LightSYS Air version 3.2.0. 

It is not compatible with any other systems such as Agility, WiComm Pro and LightSYS 2. 

CS Version  5.2.0 

HandyApp Version  3.6.0 

 

Availability 

The Wireless Lunar FireWatch will is offered as a standalone product and included in a new 

LightSYS Air physical kit: 

 

Part Number Description 

RWX35SP0800A Wireless LuNAR FireWatch Smoke, Heat & PIR, 868Mhz) 

RW432A801EUA LightSYS Air 8+4GV+X35SP+X78+KF8,White KIT 

 

*The 433 MHz model will be available in Q2.  

 

 

 

 

 

 



 

 

Technical Specifications 

 

Parameter Description 

Smoke Alarm Photoelectrical chamber with optical sensor for 

detecting smoke 

Heat detector Sensors for measuring temperature increase 

Indicators Audible (Piezo) and visual (LED) 

Volume of the warning  Min. 85 dB at 3m (10’) 

Frequency 433.92 MHz, 868.65 MHz 

Sound frequency 3.25 kHz 

Battery Type Lithium, model CR123A 

Power consumption Standby: 0.02mA (typical) / Alarm: 100mA 

Battery life 4 years (typical) 

Low battery threshold  2.5 V 

Optical lens (PIR) Wide angle spherical Fresnel 

Lens coverage 110º angle, 360º overview 

Detection area 3 optical levels, 12 external sectors, 12 middle sectors, 

6 internal sectors 

Operating temperature 0°C to 55°C 

Humidity during 

operation 

10% to 85% RH, no condensation or icing 

Color White 

Dimensions (D x H) Ø 133.8 x 50.2 mm (Ø 5.27 x 1.98’) 

Weight 360 g (net) 

Supervision monitoring 0-255 min. (user defined) 

Wireless trans. Power 10mW 

Wireless range Up to 300m (unobstructed) 

Standards Compliance EN14604:2005/AC:2008. 1134-CPR-186 

NOTE: Only the “Smoke Operation Mode” is EN14604 

approved. 

 

 

 

 


